
MGF 44D

When looking for a good
quality european
manufacturered power,
the MGF 44D is everything you
require, simple and realiable
power you can trust.

Canopied, Silenced, 44kVA
Diesel Generator

Performance
Alternator                                         Meccalte 
Single Phase Power - kVA (110v)          N/A
Single Phase Power - kVA (230v)         14.6

Three Phase Power - kVA (400v) 44 (Standby)
Noise Level - Lwa                                         97
Insulation Class                                              H
Mechanical Protection - IP                         23

Engine
Make                                                        Deutz
Type                                               BF4M 2011 
Fuel                                                          Diesel 
Number of Cylinders                                      4
Power - HP                                                54.7 

Engine Speed - rpm                               1500  
Cooling                                                          Oil 
Fuel Consumption - Litres/hour              5.6 
Fuel Tank Capacity - litres                           50 
75% Average Operating Hours - hours      9
Starting System            Electric (Key Start)

Socket Configuration
                                           3ph (400V)                1ph (230V)                1ph (110V)

                                         63A            16A            32A            16A            32A            16A
                                             1                  1                  -                  2                  -                   -
                                              

• 44kVA (3ph/400V) 
AC Aux Power

• Meccalte alternator

• Deutz engine

• Battery charger and
engine heater

Features

• Plenty of power to suit medium
power generator requirements

• Heavy duty and proven reliability

• World class performance, 1500rpm
and water cooled

• Fitted as standard for simple standby
installation

Benefits

Dimensions (Machine only)

Length - 1640 mm           Width - 770 mm     Height - 1076 mm             Weight - 830 Kg     

Specifications

Dimensions (With road-tow kit)

Length - TBA mm             Width - TBA mm     Height - TBA mm               Weight - TBA Kg     

Hard Wire Facility
                                           3ph (400V)                1ph (230V)                1ph (110V)

                                                     N/A                                 N/A                                 N/A

Road-tow
Kit

AMF/ATS 
Box

Optional
Extras


